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ASRockRack Technical Document (Aug/2020)
Q: How to re-write the LAN MAC address?
	Preparation
	:


1. USB drive 
2. “Eeupdate” folder and copy it into USB drive


3. Boot into Built-in EFI Shell environment

Steps:
1. Check all the LAN MAC address on the mainboard.
Command:		eeupdate64.efi /all /mac_dump
Sample:
[image: ]
2. 
Write the LAN(s) MAC address.
LAN MAC address: refer to the white sticker on the mainboard. (If there only one sticker, that is LAN1 MAC address (HEX); plus 1 will be LAN2 MAC address and so on)
Command:		eeupdate64.efi /nic={LAN#} /mac={LAN# MAC address}
Sample:
[image: ]

3. Reboot the system after the LAN# MAC address update process finished.

----- END -----

Sampel of MAC sticker:
[bookmark: _GoBack]  [image: ]
Eeupdate.zip


Eeupdate_5.35.12.0/eeupdate64e.efi
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S0:\Temp\> eeupdate6de.efi /all /mac_dump

sing: Intel (R) PRO Network Connections SDK v2.29.5
EUPDATE v5.29.05.02
opuright (C) 1395 - 2017 Intel Corporation

Intel (R) Confidential and not for general distribution.

IC Bus

1 26
2 26
3 26
4 26

1: LAN
2: LAN
3: LAN
4: LAN

Dev
00
00
00
00

MAC
MAC
MAC
MAC

Fun Vendor-Device

00
01
02
03

8086-37D3
8086-37D3
8086-37D3
8086-3703

Branding string

Intel(R) Ethernet Connection X722 for
Intel(R) Ethernet Connection X722 for
Intel(R) Ethernet Connection X722 for
Intel(R) Ethernet Connection X722 for

Address is DOSO33C3E10A.
Address is DOS099C3E107.
Address is D0S093C3E108.
Address is D0S093C3E10S.
S0:\Temp\> _

10GbE SFP+
10GbE SFP+
10GbE SFP+
10GbE SFP+
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S0:\Temp\> eeupdate6de.efi /nic=1 /mac=d05099c3e106

sing: Intel (R) PRO Network Con ns SDK v2:23.5 LANI
EUPDATE v5.29.05.02

opyright (C) 1995 - 2017 Intel Corporation

Intel (R) Confidential and not for general distribution.

LAN1 MAC address

IC Bus Dev Fun Vendor-Device Branding string

1 26 00 00 8086-37D3 Intel(R) Ethernet Connection X722 for 10GbE SFP+
2 26 00 01 8086-37D3 Intel(R) Ethernet Connection X722 for 10GbE SFP+
3 26 00 02 8086-37D3 Intel(R) Ethernet Connection X722 for 10GbE SFP+
4 26 00 03 8086-37D3 Intel(R) Ethernet Connection X722 for 10GbE SFP+

1: Updating PCI Serial, Port#00 and PF#00 Mac Address to D0S093C3E106...Done.
1: Updating Checksum and CRCs...Done.
S0:\Temp\> _
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