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[bookmark: _GoBack]Q: How to update BMC under Linux

Preparation:


Step:
1. Decompress “socflash_linux.zip” under linux
1. Put BMC image file in the same folder too
1. Excute: sudo ./socflash_x64 if=rom.ima cs=0 flashtype=2 skip=0x40000 offset=0x40000

Note: rom.ima is just as the name of the example, it must be modified to use the correct image name.
[image: cid:image003.png@01D3EDE9.0599E150]
1. Wait for update finish (There will show the message like “Update Flash Chip OK”)
1. Reboot then check the BMC version.
P.S If BMC version doesn’t show up , please AC off the system for 20 sec , then AC on and check again.
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socflash_linux/readme.txt

; The README of ASPEED iRMP SOC Flash Utility in Linux
;===============================================================================
1.System Requirement:
- Linux Environment
- Support ASPEED Chips
  >> AST1000/2000 A1 and after
  >> AST1100/2050/2100/2150/2200
  >> AST2300/1300/1050
  >> AST2400/1400
  >> AST2400/1400 + AST1070
  >> AST1010 
  >> AST2500     
2.Run Script File Usage:
- chmod u+x *.sh
- Select the update script
  >> socflash.sh: the firmware is provided by ASPEED, AMI, Avocent
  >> socflsah_elom.sh: the firmware is provided by Quanta
- Run Script
  >> Format1: 
     ++ ./socflash.sh [new image] [backup image]
  >> Format2: Update image only
     ++ ./socflash.sh -s [new image]
  >> Format3: Backup old image only
     ++ ./socflash.sh -b [backup image]
3.Run Execution File Usage: (New Command Interface)
- Format:
  >> socflash [operand]
     ++ operand list
     +++ if=the update file
     +++ of=the backup file
     +++ is=the input string
     ++++ blank is not allowed in the string and the length of the string is below than 40 bytes
     ++++ example: is=11:22:33:44:55:66     
     +++ cs=chip select
     ++++ AST1000/2000: 0/1 (default: 0)
     ++++ AST1100/2050/2100: 0/1/2
     +++++ default: get from SCU trapping
     ++++++ if Boot Trapping is disabled, then set to 0 for AST2100, and 2 for others     
     +++ flashtype=flash chip type
     ++++ 0/1/2/3/4: NOR/NAND/SPI/SYS SPI/SPI2 Flash
     +++++ SYS SPI: AST2500/2400/1400/2300/1300/1050 only
     +++++ SPI2Flash: AST2500 only
     +++ width= NOR flash bus width
     ++++ 8/16: AST2400/1400/2300/1300/1050
     ++++ 8   : AST2100/2200
     ++++ 16  : AST2000
     +++ skip=the skip size in bytes at the start of input file (default=0)
     +++ offset=the offset in bytes at the start of the flash (default=0)
     +++ count=the size in bytes copy to the flash (default=the size of the flash)
     +++ backupcount=the size in bytes backup from the flash (default=the size of the flash)     
     +++ writeclk/readclk/eraseclk: SPI Write CLK/Read CLK/EraseCLK
     ++++ writeclk=50	; The Max. SPI Write CLK is 50MHz     
     +++ gpio_b/gpio_f=set gpio before/after flash update program execute
     ++++ support chips: AST1100/2050/2100/2150/2200/1300/2300/1400/2400
     ++++ limitation: max. gpio set: 10     
     ++++ format:[port+pin+data ....]
     ++++ example: gpio_b=c41a71 means set GPIO C4 to 1, A7 to 1 before program execute
     ++++ example: gpio_f=c40a70 means set GPIO C4 to 0, A7 to 0 after program execute          
     +++ reginit_b/reginit_f=Reg. Table File
     ++++ set ARM interface reg. before/after flash update
     ++++ command example: reginit_b=reginit.inf
     ++++ reg. file format: [addr] [mask] [data]
     +++++ ex: 0x1e6e2000 0xffffffff 0x1688a8a8	; write 0x1688a8a8 to 0x1e6e2000     
     +++++ notes: skip the command if add ";" at the first of the line     
     +++ option=f|c|2|r|d|x|l|i|m
     ++++ f: skip the comparision of flash data and force to update
     ++++ c: use chip erase instead of sector erase           
     ++++ r: reset scratch
     ++++ d: disable ARM after update flash         
     ++++ 2: two flash update support
     +++++ AST1100/2050/2100: two SPI solution: 1st SPI is on CS2; 2nd SPI is on CS0 
     +++++ AST2000: two NOR Flash Solution: 1st Flash is on CS0; 2nd Flash is on CS1
     ++++ x: low speed mode (SPI only)
     +++++ use this option if can' find SPI flash or update properly in normal mode              
     ++++ l: Update firmware through LPC path 
     +++++ AST2400/1400/2300/1300/1050 only     
     ++++ i: Update Firmware Image to Flash only if Image and Flash Size are the same 
     ++++ m: Update firmware through co-processor 
     +++++ AST2400/1400 + AST1070 only                                
  >> example:
     ++ socflash if=new.bin of=old.bin option=f
     +++ update the firmware image to new.bin
     +++ bacup the old firmware to old.bin
     +++ force to update without comparision     
4.Run Execution File Usage: (Legacy Interface)
- Format:  
  >> Normal: SOCFlash [-options] [the update soc file*] [the backup file*] [Chip Select] [Flash Type] [Skip Size] [Programming Size]
  >> Backup Only: SOCFlash -b [the backup file*] [Chip Select] [Flash Type] [Start Offset] [Programming Size]
  >> Skip Backup: SOCFlash -s [the update soc file*] [Chip Select] [Flash Type] [Start Offset] [Programming Size]
     ++ The fields add * means must have
- Options:  
  >> Chip Select:
     ++ AST1000/2000: 0/1 (default: 0)
     ++ AST1100/2050/2100: 0/1/2
     +++ default: get from SCU trapping
     ++++ if Boot Trapping is disabled, then set to 0 for AST2100, and 2 for others     
  >> Flash Type: (AST1100/2050/2100)
     ++ 0/1/2: NOR/NAND/SPI   
  >> Skip Size: Skip size from image start (default: 0x0)
  >> Programming Size: The size need to program to Flash
  >> options:
     ++ b: backup only
     ++ s: skip backup
     ++ f: force to update flash
     ++ 2: special for two SPI support on AST1100/2050/2100
     +++   Boot CS: 2; Secondary CS: 0
- Example: socflash all.bin old.bin
5.Return Code:
- 0: success
- 1: failed
6.Support Flash Chip List:
- NOR:
  >> MXIC MX29LV640DT, MX29GL128E, MX29GL128DT, MX29GL256E
  >> Spansion S29xx064MxxR4, S29GL128Nx8, S29GL256Nx8
  >> SST 39VF640
  >> ST STM29W640F, M20EW256M, M29W256G, M29W640G
- NAND:
  >> Micron MT29F2G08
  >> Samsung K9F1G08U0A
- SPI:
  >> Spansion S25FL64A, S25FL128P, S25FL128S
  >> SST 25VF016B, 25VF064C
  >> ST M65P64, M25P128 
  >> Winbond W25X16, W25X32, W25X64, W25Q16V, W25Q32BV, W25Q64BV, W25Q128BV 
  >> MXIC MX25L12805D, MX25l2005C, MX25L3205D, MX25L6445E
  >> Numonyx N25Q128
  >> ATMEL AT26DF321, AT25DF321, AT25DF161     
  >> [AST2300/2400] Spansion S25FL256S            
  >> [AST2300/2400] Winbond 25Q256FV
  >> [AST2300/2400] MXIC MX25L25635E/F, MX25L25735E, MX66L512
  >> [AST2300/2400] Numonyx N25Q256, N25Q512                                                             
7.Verified Linux Distribution List
- RHEL 4.6 x86/x64
- RHEL 5.1 x86/x64  
8.FAQ:
- Load Driver Failed and show message as follow:
  insmod: error inserting 'socflash_drv.ko': -1 Invalid module format
  >> Use the older version of SOCFLASH, please update to v.0.50 and after
- New Command Interface Support:
  >> Support New Command Interface after than v.0.90  
- Show Error Message "Can't Open /dev/mem File"
  >> Please login as "root" user 
- SOCFlash through LPC Path: AST1010/1050/1250
  >> add "option=l"
- SOCFlash through co-precessor: AST2400/1400 + AST1070
  >> add "option=m"            
- New support chips from v.0.96
  >> MXIC MX29GL128E, MX29GL256E
  >> SST 39VF640
  >> ST M20EW256M, M29W256G 
- New support chips from v.0.97
  >> ST M29W640G 
- New support chips from v.0.98
  >> SST 25VF064C
- New support chips from v.1.02
  >> MXIC MX29GL128DT/B
  >> Winbond W25Q64BV, W25Q128BV
  >> Numonyx N25Q128
- New support chips from v.1.03
  >> Winbond W25Q16V, W25Q32BV, W25X32
  >> ATMEL AT26DF321, AT25DF321
  >> MXIC MX25L3205D, MX25L6445E, MX25L25635E(AST2300), MX25L25735E(AST2300)
- New support chips from v.1.05
  >> Spansion S29GL064 8-bits mode for AST1300/2100/2150/2200/2300 
- New support chips from v.1.06
  >> Support Numonyx N25Q256, Spansion S25FL256S on AST1050/1300/2300 
- New support chips from v.1.07
  >> Numonyx N25Q512 on AST1050/1300/2300
  >> MXIC MX25L25635F on AST1050/1300/2300 
  >> ATMEL AT25DF161 
  >> Winbond 25Q256FV
- New support chips from v.1.08
  >> Spansion S25FL128/256S 256KB sector size
  >> MXIC MX66L512                       
9.Contact Window:
- yc_chen@aspeedtech.com
- 886.3.578.9568 ext. 810








socflash_linux/release.txt

; The Release Notes of ASPEED iRMP SOC Flash Utility in Linux
;===============================================================================
v.1.11.01: ycchen@111014
01.[New] [AST2500] Support SPI2Flash for Secure Boot, ryan_chen@103014
02.[Bug] Fixed segmentation fault issue during flashing if enable XEN, ycchen@111014
v.1.11.00: ycchen@100214
01.[New] [AST2500] Support AST2500
02.[New] Add Input String Option(See ReadMe.txt for detail)
-------------------------------------------------------------------------------
v.1.10.00: ycchen@062014
01.[Bug] [AST2300/2400] Fixed BMC will not reboot properly after flashing system flash
02.[Bug] Fixed Failed to update somtimes with Atmel AT25DF641
03.[New] [AST2300/2400] Support WinbondW25Q257
-------------------------------------------------------------------------------
v.1.09.04: ycchen@062013
v.1.09.03: ycchen@062013
01.[Bug] [AST1010] Fixed failed to update on AST1010
v.1.09.02: ycchen@050713
02.[Bug] [AST2300] Fixed system stressed test hanged issue on RHEL6.4
v.1.09.01: ycchen@020513
01.[New] Support AST1010
v.1.09.00: ycchen@012313
01.[Bug] Fixed if update data region is below than a sector
-------------------------------------------------------------------------------
v.1.08.00: ycchen@121712
01.[Bug] Fixed I2C cause update slow down issue
02.[New] Support Spansion S25FL128/256 256KB sector size parts
03.[New] Support MXIC MX66L512
-------------------------------------------------------------------------------
v.1.07.03: ycchen@102512
01.[Bug] Fixed failed to update SPI flash PCT25VF080B-80-4C-S2AE
02.[Bug] [AST2300/2400] Fixed failed to disable WDT2 before flashing
v.1.07.02: ycchen@101812
01.[Bug] Fixed WDT failed issue with Winbond 25Q256FV
v.1.07.01: ycchen@090612
01.[New] Support Numonyx N25Q512
02.[New] Modify to support MXIC MX25L25635F
03.[New] Support Atmel AT25DF161
04.[New] Support Winbond 25Q256FV
05.[Bug] Fixed BMC cannot reboot properly if using 24bits addressing firmware on 32MB flash chip
06.[New] Support remote update for AST2400 + AST1070 (SPI Flash only)
v.1.07.00: ycchen@080112
01.[New] Support on AST2400
-------------------------------------------------------------------------------
v.1.06.01: ycchen@043012
01.[Bug] Fixed Update Failed Issue through LPC port 0x4E
02.[New] [AST2300] Support Numonyx N25Q256, Spansion S25FL256S
03.[Bug] Fixed return code incorrect if failed to open image file
v.1.06.00: ycchen@040912
01.[New] Add warning message to remind user don't turn off power during update flash by Quanta request, ycchen@011112
02.[New] add delay option and lock p2a scratch for Hwawei platform
03.[Bug] [AST2300] Fixed can't update flash chip is CS >= 2, ycchen@011312
04.[New] [AST2300] Disable 2nd WDT before flashing
------------------------------------------------------------------------------
v.1.05.02: yc_chen@122911
01.[Bug] Fixed didn't show correct flash chip type for MXIC MX25L257
v.1.05.01: yc_chen@110711
01.[Bug] [AST2300] Fixed failed to update SPI flash occasionally if H-PLL from SCU24, ycchen@110711
v.1.05.00: ycchen@110111
01.[Bug] Fixed Spansion S29GL064 8-bits mode can't work on AST2150
02.[New] Support MXIC MX25L256, ycchen@071911
03.[New] Support Spansion S25FL256S
04.[Bug] Fixed SST25VF016B update issue
05.[Bug] [AST2300] Fixed socflash stressed test hanged issue, ycchen@102811
06.[Bug] [AST2300] Fixed failed to update SPI flash occasionally if H-PLL from SCU24, ycchen@103111
07.[New] Add the option of reginit_b & reginit_f
08.[New] [AST2300] Support gpio_b/f for AST2300
------------------------------------------------------------------------------
v.1.04.03: ycchen@052611
01.[Bug] Fixed running socflash cause system hanged if enable VUART, ycchen@052411
v.1.04.02: ycchen@051811
001.[New] Modify Image and Flash Size Check Message by Customer's request
v.1.04.01: ycchen@050611
001.[New] Support SST SPI Flash JTEG ID, ycchen@050511
002.[New] Add Image and Flash Size Check by Customer's request, ycchen@050611
v.1.04.00: ycchen@031711
01.[New] [AST2300] Limit Max. CLK of SPI to 50MHz by H/W Request
02.[New] [AST2300] Improve the update performance through LPC
-------------------------------------------------------------------------------
v.1.03.06: ycchen@012811
001.[New] [AST2300] Use single read as default for MXIC MX25L25635E/MX25L25735E
v.1.03.05: ycchen@010411
001.[New] [AST2300] Support for System SPI Flash
002.[New] Add the option for SPI CLK
v.1.03.04: ycchen@121010
001.[Bug] [AST2300] Fixed update SPI flash failed if CPU CLK is at 408MHz
v.1.03.03: ycchen@110310
001.[Bug] Fixed Twin's CS0 SPI flash issue, ycchen@082010
002.[New] Support MXIC MX25L6445E, ycchen@090610
003.[New] Add for low speed mode (option=x)
004.[New] Add for general SPI flash support
v.1.03.02: ycchen@061510
001.[New] Add AST2300 16bits NOR Flash Support
002.[New] Add GPIO Settings option
v.1.03.01: ycchen@051210
001.[New] Support SPI Flash ATMEL AT25DF321, MXIC MX25L3205D
002.[Bug] Fixed the multipin reg. be modified issue
v.1.03.00: ycchen@041510
001.[New] Support Partial Backup (backupcount)
002.[New] Support SPI Flash MXIC MX25l2005C, ATMEL AT26DF321, Winbond W25Q16V, W25Q32BV, W25X32,
003.[Bug] Fixed warning message issue on FC12
004.[Bug] Fixed BAD ElF Interpreter Issue on FC12 x64
-------------------------------------------------------------------------------
v.1.02.05: ycchen@031810
001.[New] Support Numonyx N25Q128
v.1.02.04: ycchen@022410
001.[Bug] Fixed if the file name is too long
v.1.02.03: ycchen@021110
001.[New] Modify display banner to "ASPEED SOC Flash Utility"
v.1.02.02: ycchen@020510
001.[New] Skip BMC update if the proteced bit is enabled SCU 0x40 D[1] is 1
002.[New] Add return code (mean fail if the return code is not zero)
v.1.02.01: ycchen@071709
001.[BUG] Modify for MXIC MX29GL128DT, ycchen@071709
v.1.02.00: ycchen@071309
001.[New] Remove patch for SST 25VF064C, ycchen@070909
002.[New] Support MXIC MX29GL128DT, ycchen@071309
------------------------------------------------------------------------------
v.1.01.00: ycchen@070209
001.[New] clear QCI private scratch after flash on AST2000 by QCI's request, ycchen@070209
------------------------------------------------------------------------------
v.1.00.02: ycchen@062609
001.[Bug] Fixed Segment Fault Issue on CentOS 4.7
v.1.00.01: ycchen@062509
001.[New] Add the option of reset scratch
v.1.00.00: ycchen@061709
001.[Bug] Fixed the option of "skip" is no effect if the image is for DELL
-------------------------------------------------------------------------------
v.0.99.00: ycchen@043009
001.[Bug] fixed wistron flash stressed test unstable issue, ycchen@042709
002.[Bug] fixed twin update flash cause system hanged,
-------------------------------------------------------------------------------
v.0.98.01: ycchen@041709
001.[New] Fixed the issue of show MD5 values incorrectly for DELL header
v.0.98.00: ycchen@040609
001.[New] Support SST 25VF064C
002.[New] Support DELL header format v2
-------------------------------------------------------------------------------
v.0.97.00: ycchen@031709
001.[New] Add ST M29W640G support
-------------------------------------------------------------------------------
v.0.96.00: ycchen@030609
001.[New] Modify for AST2150 support
002.[New] Add new NOR flash chips support, ycchen@030209
003.[Bug] Fixed erase failed on AST2050 if the segment size is not default,
-------------------------------------------------------------------------------
v.0.95.00: ycchen@012309
001.[New] Add for DELL header validate
-------------------------------------------------------------------------------
v.0.94.00: ycchen@122408
001.[Bug] Fixed screen shift while flashing on Linux, ycchen@121808
002.[Bug] Fixed flash successfully but BMC can't boot issue. (use force update is O.K.)
003.[New] Support MXIC MX25L1605D SPI Flash, ycchen@111808
-------------------------------------------------------------------------------
v.0.93.00: ycchen@103008
001.[Bug] Fixed NAND flash not work issue, ycchen@101508
002.[New] Support MXIC MX25L12805D, ycchen@103008
003.[Bug] Fixed Socflash can't update properly if enable WDT
004.[Bug] Fixed AST2050 SPI flash not stable issue
005.[New] Support without ASPEED X Window Driver load
006.[Bug] Fixed ResetARM failed issue
-------------------------------------------------------------------------------
v.0.92.00: ycchen@091108
001.[Bug] Modify for the stability of SPI flash
002.[Bug] Modify for Backup Criteria: Backup all data on flash chips
003.[New] Support ST M25P128, ycchen@090408
004.[Bug] Fixed can't re-flash issue for abnormal break
005.[Bug] Fixed S29GL128Nx8 can't be detected properly in some specific platform
006.[New] Add Chip Erase Options.
-------------------------------------------------------------------------------
v.0.91.00: ycchen@082008
001.[New] New CMD interface support, ycchen@081908
002.[New] Support two flash chip update
- AST1100/2050/2100: two SPI solution: 1st SPI is on CS2; 2nd SPI is on CS0
- AST2000: two NOR Flash Solution: 1st Flash is on CS0; 2nd Flash is on CS1
003.[New] Support any address update (New CMD interface only)
004.[Bug] Fixed the hung issue while plug with other PCI adapter on M/B, ycchen@082108
005.[New] Reserve user list for S45 elom update
-------------------------------------------------------------------------------
v.0.90.00: ycchen@081908
001.[New] Integrate DOS & Linux Flash Utility
-------------------------------------------------------------------------------
v.0.52.00: ycchen@081308
1.[Bug] Fixed ARM Reset Failed Issue on AST2000
-------------------------------------------------------------------------------
v.0.51.00: ycchen@081208
1.[New] Improve Flash Time
2.[New] Two SPI Support
-------------------------------------------------------------------------------
v.0.50.00: ycchen@080708
1.[New] New Kernel Independent Model
-------------------------------------------------------------------------------
v.0.34.00: ycchen@073008
1.[New] Support on RHEL5.1 PAE x86
2.[Bug] Fixed system hanged issue on RHEL 5.1 x64
-------------------------------------------------------------------------------
v.0.33.00: ycchen@070308
1.[New] Support on RHEL4.5 and RHEL5.1 x86/x64
-------------------------------------------------------------------------------
v.0.32.00: ycchen@052908
1.[Bug] Fixed failed to flash issue on RHEL5 x86
2.[New] Support RHEL5 XEN, RHEL5.1 x64
-------------------------------------------------------------------------------
v.0.31.00: ycchen@052308
1.Fixed SOCFlash unstable issues on AST2000
2.Add update script to let the update sequence more friendly
-------------------------------------------------------------------------------
v.0.30.00: ycchen@032508
1.Linux SOC Flash First Release
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aa@aa-desktop:~/Desktop/1xflash_v11101$ sudo ./socflash_x64 if=EP2C612WS_L7.13.00.1ma cs=0 flashtype=:
[sudo] password for aa:
aagaa-desktop: ~/Desktop/xflash_vi11015 clear

skip=0x40000 offset=(

aa@aa-desktop:~/Desktop/lxflash_v11101$ sudo ./socflash_x64 if=EP2C612WS_L7.13.00.ima cs=0 flashtype=2 skip=0x40000 offset=0x40000
[sudo] password for aa:

ASPEED SOC Flash Utility v.1.11.01

Find ASPEED Device 1a03:2000 on
Relacate 10 Base: 000

MMIO Virtual Address: a3ea7000
Found ASPEED Device 1a03:2400 rev. 30
Static Memory Controller Informatior
CS0 Flash Type is SPI

C51 Flash Type is SPT

Cs2 Flash Type is NOR

CS3 Flash Type is NOR

Csa Flash Type is NOR

Boot S is 0

option Information:

cs: o

Flash Type: SPI

[Warning] Don't AC OFF or Reboot System During BMC Firmware Update!!
12€16 SCL is locked and could not be recovered!

1214 SDA is locked and could not be recovered!

Find LPC 10 port at exde

[SOCFLASH] Flash ID : 1926c2

Find Flash Chip #1: MXIC MX25L256/257

Update Flash Chip #1 0.K.

Update Flash Chip 0.K.

aa@aa-desktop:~/Desktop/Uxflash_vi11015 [l
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